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ABSTRACT 

The first geothermal well of Illkirch located South of Strasbourg (France), GIL-1, has been drilled to 3.8 km deep in a granitic 

basement. Drill cuttings and geophysical logs from basement were investigated in terms of hydrothermal alteration and natural 

fractures respectively. Petrographic observations of the 250 cuttings samples between 2900 and 3800 m MD were conducted on-site 

during the drilling with binocular loupe and enabled to identify the hydrothermal alteration grades in the open-hole granitic section 

of the well. From binocular examination, secondary minerals like drusy quartz, carbonates and anhydrite were spatially correlated 

to the occurrences of natural fractures. In the granitic section corresponding to propylitic alteration, phyllosilicates include primary 

biotite, muscovite and secondary chlorite. Then, 48 cuttings samples were analyzed by X-ray diffraction (XRD) to identify the 

secondary clay mineralogy corresponding to poorly crystallized illite (PCI) and illite-rich illite-smectite mixed layers (I/S ML) 

which generally takes place within fractured zones (FZs). Mud logging and geophysical logs acquired in the granitic section of 

GIL-1 well have been used for characterizing fracture location (calcimetry, temperature log) and fracture orientation (electrical 

image logs). The granitic section of the well is characterized by a dense network of natural fractures. From 2900 to 3300 m MD, 

about 220 electrical conductive fractures have been observed on the image logs. From temperature logs, three main permeable 

zones have been identified and correlated with the occurrences of natural conductive fractures. From 2900 to 3200 m MD, the clay 

signature is mainly governed by the occurrences of PCI and I/S ML which are correlated to permeable FZs. In the deepest part of 

the granitic section, secondary chlorite and possible secondary well crystallized illite (WCI) have been observed. In parallel, an 

innovative short-wave infrared (SWIR) spectroscopy method was developed for characterization of clay minerals in those fractured 

reservoirs. It was first applied to the granitic section of the Soultz and Rittershoffen geothermal wells (Alsace, France). This time-

saving method allows the quantification of illitic hydrothermal alteration and indirectly the recognition of permeable FZs. In 

perspective, SWIR data acquired in GIL-1 will also be analyzed in order to confirm the applicability of this routine and cheap 

method for deep geothermal well in the Upper Rhine Graben (URG). 

1. INTRODUCTION 

Since more than 30 years, a geothermal rush was observed in the Upper Rhine Graben (URG). The pioneer project of Soultz-sous-

Forêts investigated the naturally fractured granitic reservoir within four geothermal deep wells (5 km). The nearby Rittershoffen 

project took then advantage of the lessons learned from Soultz by drilling two deep geothermal wells (3km) in the granitic 

basement targeting the multiscale network of fractures. Two more geothermal projects are under drilling operations in the 

Strasbourg area, in Vendenheim and in Illkirch. This contribution focuses on the preliminary geological results (petrography, 

secondary mineralogy, natural fractures) collected in the granitic section of the Illkirch GIL-1 well drilled to 3.8 km. The mid-

Carboniferous granitic basement of the URG has been affected by several extensional and compressional tectonic phases which 

developed a multi-scale fracture network (Schumacher, 2002; Villemin and Bergerat, 1987). In deep geothermal projects, the target 

is to cross these natural fracture zones (FZs) which are today the seat of hydrothermal circulations and act as the main pathways for 

the natural brine through wide convection cells (Baillieux et al., 2013; Dezayes and Lerouge, 2019; Schellschmidt and Clauser, 

1996). At the top of the highly fractured granitic basement, several temperature anomalies localized along the main faults are the 

expression of the fluid circulation in the FZs (Figure 1). In these complex FZs, specific mineralogical assemblages are evidences of 

paleo or present hydrothermal circulations. Clay minerals like illite, chlorite and tosudite are very sensitive to the fluid/rock (F/R) 

ratio, to the pH and to the temperature and are systematically precipitated in FZs (Ledésert et al., 2010). But the occurrence of other 

secondary minerals like drusy quartz, carbonates, barite, and anhydrite is also associated to fracture infillings (Smith et al., 1998; 

Traineau et al., 1992). Hence, this study will investigate the alteration mineralogy in the granitic section of the deviated GIL-1 well 

drilled between 2.9 and 3.8 km. Alteration mineralogy from about 250 cuttings will be derived from petrographic observation with 

binocular loupe and with X-ray diffraction (XRD). These petrographic results will be linked to the FZs occurrences on the electrical 

image logs. The goal will be to identify the clay signature of FZs in the granitic basement. These preliminary results aim to 

calibrate the short-wave infrared (SWIR) data acquired in the GIL-1 well. This innovative SWIR method already demonstrated its 

applicability to the granitic basement of the URG with the Soultz and Rittershoffen case studies whose examples will also be 

presented (Glaas et al., 2019; Vidal et al., 2018a). 
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Figure 1: Structural map of the center of the Upper Rhine Graben with isotherms at 2 km depth after Vidal et al., (2019) 

and the geoportal GeOrg (GeOrg, 2017). The geothermal anomaly in the Strasbourg area is from the dataset of 

Baillieux et al., (2013). On the left: W-E cross section through the geothermal well of the Illkirch geothermal well 

with a simplified geology. On the right: NW-SE cross-section through the geothermal wells of Soultz and 

Rittershoffen. The thick line represents the casing section of the well, whereas the thin one represents the open hole. 

2. GEOLOGICAL SETTING 

2.1 The fractured and altered granitic basement in the URG 

All the deep wells drilled into the granitic basement of Soultz and Rittershoffen provide a wide knowledge of the multiscale 

fracture network intersected (Dezayes et al., 2010; Genter and Traineau, 1996; Sausse and Genter, 2005). Core samples available at 

Soultz show small-scale fractures with no evidence of displacement, filled by carbonates, chlorite, iron oxides, epidote and 

sulphides. Intersections of faults were also observed with a filling of drusy quartz, carbonates, barite and clay minerals. Nowadays, 

in the URG, the target for geothermal projects is the permeable FZs lying in the first hundred meters of the hydrothermally altered 

granitic reservoir (Vidal and Genter, 2018). Investigation of the alteration parageneses could be a good indicator of the paleo and 

present-day circulations in the well and thus, of the localization of the permeable FZs intersected. During the cooling of the 

crystalline pluton, the granite underwent a pervasive alteration which presents the petrographic and mineralogical features of the 

propylitic facies. Today, it exhibits several grades of hydrothermal alteration related to fluid circulation in natural fractures 

(Ledésert et al., 2010; Traineau et al., 1992). The unaltered crystalline granitic basement at Rittershoffen and Soultz-sous-Forêts 

geothermal sites (located tens of kms North of Strasbourg) is composed of primary muscovite, biotite, K-feldspar, plagioclase, and 

quartz (Stussi et al., 2002; Traineau et al., 1992). This primary mineralogy is affected by hydrothermal alteration, and specific 

mineralogical associations are reflecting the several alteration grades encountered. According to the previous studies on the Soultz-

sous-Forêts geothermal wells, the hydrothermal alteration grades in the granite are well known from core observations (Ledésert et 

al., 1999; Meller et al., 2014; Meller and Kohl, 2014; Meller and Ledésert, 2017; Sausse et al., 2006; Traineau et al., 1992). The 

core mineralogy and hydrothermal alteration grades were then cross-referenced with the minerals observed in the cuttings at 

Rittershoffen, although the texture information and the mineral assemblage were not reflected in the cuttings (Figure 2). The low 

hydrothermal alteration (HLOW) grade is characterized by more chlorite than primary biotite, the absence or minor amount of 

secondary illite, and unaltered primary plagioclase and K-feldspars. The moderate hydrothermal alteration (HMOD) grade is 

characterized by the presence of illite due to the further alteration of chlorite, plagioclase and K-feldspar (weakly altered); fresh and 

weakly altered biotite is observed in minor amounts. The high hydrothermal alteration (HHIG) grade is associated with abundant 

illitic material, very low amounts of chlorite, strongly altered plagioclase and K-feldspar, and relics of altered biotite. The extreme 

hydrothermal alteration (HEXT) grade is characterized by the total depletion of biotite, abundant illitic material replacing primary 

biotite, plagioclase and K-feldspar, as well as drusy quartz prisms linked to hydrothermal circulation (Genter et al., 1997; 

Nishimoto and Yoshida, 2010; Traineau et al., 1992). The VEIN facies defines the core of the fracture zone identified by the 

highest amounts of secondary drusy quartz and its association with a high calcite content (Hébert et al., 2010; Ledésert et al., 2009). 

The granitic facies identified in the cuttings include an “unaltered” granite (GRAN), which is characterized by the presence of 

biotite, hematite, calcite, and affected by a propylitic alteration related to the cooling of the pluton (Genter et al., 2000; Jacquemont, 

2002), and locally reddish granite (RED), which contains a large amount of red K-feldspar megacrysts oxidized through intense 

exposure to weathering fluids. In Soultz and Illkirch the GRAN shows facies variations with high amounts of muscovite named 

two-mica granite (GR2M) (Cocherie et al., 2004). The presence of illite in the granitic basement as a major signature of 

hydrothermal alteration was also confirmed by complementary laboratory analyses. In previous studies on the Rittershoffen wells, 

(XRD) was performed on the <5 μm fraction of selected cuttings, from which three groups of illitic minerals (well-crystallized illite 

(WCI), poorly crystallized illite (PCI), and illite-rich illite/smectite mixed layers (I/S ML)) were identified (Vidal et al., 2018b). 

The chemical compositions of the clay minerals were obtained using a scanning electron microscope (SEM) coupled with energy-

dispersive X-ray spectroscopy (EDS). This study showed that permeable FZs were associated with the occurrence of poorly PCI 
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and I/S ML crystallized during hydrothermal circulation (Vidal et al., 2018b). XRD measurements in the Soultz wells also 

evidenced the presence of illite in fractured and altered zones as well as the presence of chlorite and biotite in HLOW and GRAN. 

 

Figure 2: Examples of mineralogical assemblages of the granitic basement observed in cores (left) and observed in cuttings 

(right), defining the several hydrothermal alteration grades from Glaas et al., (2019).GRAN: unaltered granite, 

HMOD: moderately hydrothermally altered granite, HHIG: highly hydrothermally altered granite, HEXT: 

extremely hydrothermally altered granite, VEIN: secondary drusy quartz vein. 

2.2 Illkirch site 

The main objective of this geothermal project is to generate electricity and to supply yearly about 50 GWh of heat to a neighboring 

district heating network in the suburb of Strasbourg. Exploration works were carried out between 2013 and 2016: gravimetric 

surveys, aeromagnetic survey, reprocessing of vintage 2D seismic data, new 2D seismic data acquisition (35k m in 2015) and all 

available data, including numerous oil and geothermal exploration well data, which could be integrated to get a detailed picture of 

the deep underground around the project’s location (Edel et al., 2018; Richard et al., 2016). The defined geothermal target was a 

major fault zone with a normal off-set of 800 m located at the interface between sedimentary cover (clastic Triassic sandstone) and 

crystalline basement (Figure 1). Expected temperature is 150°C with a nominal flow rate of 70 l/s. The drilling of the first deviated 

well GIL-1 ended in July 2019 at the total depth of 3.8 km. The GIL-1 well reached the top basement at 2.9 km which corresponds 

to the target fault zone oriented N20°E and dipping, 70°W from electrical image logs. 

3. MATERIALS AND METHODS 

3.1 Materials 

The cuttings (chip samples) collected during the drilling of the wells are first washed and then dried on-site. Depending on the well 

section and on the sampling distance of the cuttings, the sample will represent a variable volume of rock (Table 1). The average size 

of the cutting grains varies between 0.5 and 2 mm in each sample. This cuttings grain size can be highly influenced by the drilling 

tool wearing and thus could influence the SWIR absorption feature. 

Table 1: various rock volumes represented by the cuttings samples for different sections of the GIL-1 well. 

 

3.2 Methods 

This petrographic study is based on a multi-approach methodology correlating datasets with different scales from sample to drill 

hole scale and various techniques (Figure 3). This methodology is about to be applied to the GIL-1 well, where the binocular loupe 

observations and XRD analyses were already performed. Electrical image logs were also acquired and this study will focus on the 

first part of the methodology presented in the Figure 3 by correlating the results from these methods before interpreting the SWIR 

results. 
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Figure 3: Workflow used for characterizing hydrothermal mineralogy in the granitic basement of URG geothermal wells. 

Abbreviations: well crystallized illite (WCI), poor crystallized illite (PCI), illite-smectite mixed layers (I/S ML). 

3.2.1 X-ray diffraction method 

XRD was made on selected cuttings samples of the GIL-1 well to identify clay minerals. In total, 48 cuttings samples were 

collected from the GIL-1 well. The sampling was concentrated in the permeable and altered FZs but also in the GRAN and GR2M 

which serve as reference materials as it is believed to be representative of rocks preserved from actual fluid circulation properties. 

15 samples were prepared as disoriented powders of the bulk rock to analyze the whole rock mineralogy. The cuttings were grinded 

using a ring and agate mills. Analyses were carried out on a Phillips diffractometer (CuKα radiation, 40kV, 40mA). The analytical 

conditions were as follow: angular domain: 2-65° 2θ; step increment: 0.0235 2θ and counting time per step: 0.90 s. Then, 48 

samples including the 15 samples that were analyzed for bulk rock mineralogy were dispersed in distilled water by ultrasonic 

vibration without any preliminary grinding to avoid contamination of the <5µm fraction by primary micas. Oriented powders were 

prepared from the <5μm fraction size separated from suspension in water by sedimentation. Clay minerals were identified by XRD 

of air-dried (AD) and ethylene-glycol (EG)-saturated oriented powders carried out on a Phillips diffractometer (CuKα radiation, 

40kV, 40mA). The analytical conditions were as follow: angular domain: 2-35° 2θ; step increment: 0.0235 2θ and counting time 

per step: 0.73 s. XRD data acquisition and treatment were conducted using the X'Pert HighScore software (PANalytical B.V.). The 

clay minerals were identified according to the literature (Brindley and Brown, 1980; Moore and Reynolds, 1997). In this study, we 

measure the full width at half maximum (FWHM) and intensities of the 7 Å and 10 Å reflections as well as the ratio between the 

intensity of the d002 and the d001 reflections (noted I002/I001) on the oriented powders diffractograms. The 10 Å reflection observed 

on the diffractogramms is in our study the integration of the intensities diffracted by the micas and illitic minerals (illite and illite-

rich I/S ML). However, it is possible to identify the dominant phyllosilicate from the following parameters.  

- The ratio I002/I001 is lower than 0,10 for trioctahedral micas (biotite), whether dioctahedral clays (muscovite and illite) will have a 

ratio between 0,37 and 0,55. 

- The FWHM of the 10 Å reflection enables to differentiate the contribution between muscovite and illite: higher the FWHM, lower 

the crystallinity along the c axis. The muscovite presents a FWHM lower than the one of illite (Figure 4). 

 

Figure 4: XRD results in the GIL-1 well of oriented samples of the fraction <5 µm from GIL-1. Comparison between air 

dried (AD) and ethylene-glycol (EG) conditions. The sample at 3035 m MD presents a predominance of illite-rich 

illite-smectite mixed layers (I/S ML) and poor crystallized illite (PCI) whereas the sample at 3350 m MD presents a 

predominance of muscovite and/or well crystallized illite (WCI). 

3.2.2 Temperature anomalies 

Temperature (T) anomalies are interpreted as the signature of circulations between the well and the formation (Barton et al., 1995; 

Bradford et al., 2013; Davatzes and Hickman, 2005; Vidal et al., 2019). In the case of T profiles acquired at equilibrium and 

comporting negative and positive T anomalies, positive anomalies are interpreted as open FZs where hotter brine than the formation 
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circulates, whereas negative anomalies are interpreted as open FZs where colder water than the formation circulates (Vidal et al., 

2019). In the GIL-1 well, the T profiles were not acquired at equilibrium but 12 hours after injection. This implies that the open FZs 

are cooled by the injected fluid inducing only negative T anomalies. Thus, in the GIL-1 well, only the localized depth sections of 

the T anomalies were represented in the Figure 5, showing in blue sections the occurrence of T anomalies. 

3.2.3 Electrical image logs 

Image logs have been intensively used in the Soultz and Rittershoffen wells mainly with acoustic logs (Genter et al., 1995; Vidal et 

al., 2019). The open-hole section of the GIL-1 well was completely imaged by electrical image logs. Composed of 8 pads the 

electrical imager tool measures the resistivity of the borehole wall providing an unwrapped image of the borehole wall. On this 

unwrapped image, sinusoids are the trace of natural conductive fractures. A low conductivity is expressed by light colours (yellow 

to white) whereas a high conductivity is expressed by darkest colours (black). In the data presented in this study (Figure 6), the 

static image on the left is normalized over the complete depth interval of the well and thus the contrast responds to large-scale 

variations in lithology, porosity and saturation whereas the dynamic image on the right is normalized using a sliding window of 0.5 

m; this highlights small-scale variations in contrast due to bedding, fractures, and changes in porosity. In the Figure 5 and Figure 6, 

very conductive fractures (appearing black on both dynamic and static images) were reported in red dots along depth. As both the 

very saline brine and the clay minerals are very conductive, a black fracture on both static and dynamic images could even be 

interpreted as an open fracture with very saline and conductive brine, or as a clogged fracture filled by conductive secondary clay 

minerals. 

4. RESULTS: HYDROTHERMAL ALTERATION FACIES AND PERMEABLE FZS IN GIL-1 

4.1. Petrographical log from binocular loupe observations 

The petrographical log of the granitic section of the GIL-1 well is composed of three main zones: 

 2900-3100 m MD. The first zone, highly altered and fractured, is observed at the top of the granitic basement from 2900 

to 3100 m MD (Figure 5). The binocular observations revealed the absence of primary biotite, the presence of illitic 

material identified by the dusty aspect of the cuttings samples, as well as the occurrence of hematite and small amounts of 

calcite. Locally, hydrothermal drusy quartz was also observed in this zone at 3012 and 3022 m MD and anhydrite from 

3050 to 3100 m MD (Figure 5). 

 3100-3350 m MD. The second zone, fractured but less altered, is then observed from 3100 to 3350 m MD where primary 

biotite was commonly observed. The top of this zone from 3100 to 3200 m MD revealed the presence of hydrothermal 

drusy quartz, anhydrite and hematite, yielding a moderate hydrothermal alteration (HMOD). A small section of low 

hydrothermally altered granite described as a two-mica granite rich in muscovite is present from 3200 to 3220 m MD 

(Figure 5). 

 >3350 m MD. The third zone, from 3350 to 3703 m MD is characterized by low hydrothermal alteration grades and the 

presence of unaltered two-mica granite clearly visible from 3357 to 3445 m MD and at the bottom from 3683 to 

3703 m MD. Biotite, muscovite and chlorite were regularly observed in considerable amounts in these sections. On the 

contrary, between 3500 and 3650 m MD moderate to high hydrothermal alteration are associated with drusy quartz as 

well as anhydrite and hematite. 

4.2 XRD results 

The first zone from 2900 to 3100 m MD where illitic material was identified from binocular loupe observations is characterized by 

the predominance of illite and illite-rich I/S ML. Illite is characterized by the reflections at 10, 5 and 3.33 Å in AD and EG without 

any shift. Illite-rich I/S ML differ from illite by presenting a slight change of the profile after EG saturation (light blue dots in the 

Figure 5). FWHM of d001 reflection at 10 Å is scattered between 0.25 and 0.6 °2θ. 

The second zone from 3100 to 3350 m MD is characterized by the predominance of micas and/or WCI. The FWHM of d001 

reflection at 10 Å varies between 0.15 and 0.3 °2θ. The ratio I002/I001 of the lower FWHM 10 Å reflections suggests the 

predominance of biotite (in the <5µm fraction). Its occurrence in the fine fraction can be due to its partial destabilization into 

chlorite. The d060 at 1.49 Å observed on the disoriented pattern evidences also the occurrence of muscovite in these samples.  

The third zone from 3350 to 3700 m MD is quite heterogeneous with occurrence of both illite-rich I/S ML (at 3492 m MD) with a 

FWHM higher than 0.4 °2θ and PCI (at 3582 m MD) with a FWHM close to 0.4 °2θ associated with micas/WCI in the fine 

fraction. This third zone is also characterized by the occurrence of chlorite.  

Some supplementary mineralogical analyses are needed to differentiate propylitic chlorite resulting from the alteration of the 

primary biotite during the cooling of the granitic pluton, from potential ferrous chlorite which could occur in the FZs, as a result of 

the hydrothermal alteration of the granite (Vidal et al., 2018b). 

If we focus on the permeable FZs intersected by the well at 3080, 3225 and 3365 m MD evidenced by T anomalies, different clay 

properties from the XRD results associated to these T anomalies are observed. 

 T-anomaly at 3050-3090 m MD. From 3000 to 3100 m MD, the XRDs associated to the T anomaly evidence illitic 

material characterized by the systematic occurrence of illite-rich I/S ML. This is conveyed by high values of FWHM up 

to 0.6 °2θ. 

 T-anomaly at 3210-3230 m MD. From 3210 to 3230 m MD, the XRDs associated to the T anomaly evidence illitic 

material composed of WCI (FWHM up to 0.3 °2θ) associated with primary micas (FWHM close to 0.15 °2θ). 
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 T-anomaly at 3330-3390 m MD. From 3300 to 3360 m MD, the XRDs associated to the T anomaly are not presenting 

the same signature than the two precedents permeable FZs. The FWHM values at 10 Å are homogeneous and very low 

(0.15 °2θ). The variations the ratio I002/I001 (for the <5µm fraction) and the occurrence of d060 at 1.49 Å suggest the 

persistence of both di- and trioctahedral micas. These observations could suggest that natural permeability takes also 

place in fractures cross-cutting low hydrothermally altered granite. 

More generally, it is observed that the FWHM of the 10 Å peak at depths of T anomalies are systematically expressed by scattered 

values. This scattering reflects the presence of illitic material containing +/- illite-rich I/S ML which could indicate changes in the 

physico-chemical conditions and/or a pulsed system with several generations of clayey material. The presence of illite-rich I/S ML 

in agreement with the temperatures measured in the drill-hole (minimum 155°C) are probably reflecting the latest stage of 

argilization related to fluid circulation in the fracture system. 

  

Figure 5: Composite log from GIL-1 presenting from left to right the alteration mineralogy and the alteration petrography 

from binocular loupe observation, the XRD results from the oriented fractions < 5 µm, ratios 060/001 and 002/001 

are related to the 001 peak at 10 Å and the ratio 060/001 is from disoriented bulk powders. Blue dots in the FWHM 

at 10 Å are underlying the samples where a shift between the AD and EG diffractogramms was observed. T 

anomalies are from thermal logs realized post injection, in dark blue intense and in light blue less intense T 

anomalies. Main conductive fractures in red dots (right) were observed on the electrical image logs. 
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4.3 FZs derived from image logs in GIL-1 

About 30 main conductive fractures have been analyzed from electrical image logs in GIL-1. They are not regularly distributed 

over the well but they are mainly concentrated between 2900-3100 m MD, around 3200 m MD, around 3350 m MD and deeper 

than 3450 m MD but with a more sparse distribution (Figure 6). T anomalies are located at 3051-3090, 3210-3230, 3330-3390, 

3500-3570, and 3630-3645 m MD (Figure 6). These T anomalies systematically correlate with the conductive fractures visible 

(Figure 6). Surprisingly, all the conductive fractures visible on the electrical image logs do not present T anomalies. This could be 

explained by the fact that fractures appearing as conductive on both static and dynamic images could be due to the presence of 

conductive clay minerals which will tend to seal the fracture. For example, the conductive electrical fractures located from the top 

basement to 3050 m MD, do not match spatially with T log anomalies as well as those located around 3450 m MD (Figure 6).  

 

Figure 6: Composite log of the GIL-1 well presenting the alteration petrography, the FWHM of the 10 Å peak where blue 

dots in the FWHM at 10 Å are underlying the samples where a shift between the AD and EG diffractogramms was 

observed. T anomalies are from thermal logs realized post injection, in dark blue intense and in light blue less 

intense T anomalies. Main conductive fractures in red dots (right) were observed on the electrical image logs. Two 

electrical image show conductive fractures associated to the T anomalies. 

5. DISCUSSION 

In the granitic part of the GIL-1 well, two main stages of hydrothermal alteration were observed. Outside the FZs, propylitic 

alteration which corresponds to the cooling of the granitic pluton is observed and characterized by the occurrence of secondary 

chlorite +/- WCI. This paragenetic association needs to be confirmed by further petrographic observations, nevertheless it is quite 

common in the Soultz and Rittershoffen granite. This first alteration stage is superimposed by alteration parageneses linked to the 

fracture network. The most symptomatic secondary minerals associated with permeable reservoirs seem to be located between 2900 

and 3100 m MD, where permeable FZs are characterized by PCI and illite-rich I/S ML which display scattered and high values of 

the 10 Å FWHM. The occurrence of both illite and illite-rich I/S ML traduces changes in the physico-chemical conditions of 

crystallization. This could be explained by crystallization kinetics linked to variable oversaturation of the fluids, changes in water-

rock ratio, or pulsed fluids. The structure of FZs described in Soultz and Rittershoffen wells seems to be encountered in the Illkirch 

GIL-1 well as well, systematically characterized by secondary drusy quartz in the core zone and clay minerals like illite in the 

surrounding damage zone. The electrical image logs present a highly fractured granitic basement with a major conductive fracture 

located at the contact between the sedimentary cover and the granite. Image logs show a dense small-scale fracture network which 

could present a potential contribution to permeability, especially in the lowest part of the well from 3200 to 3700 m MD. 
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Conductive fractures are not always associated to T anomalies thus are not always permeable. Temperature signature in GIL-1 must 

be interpreted more in-depth and carefully until a temperature log at thermal equilibrium is acquired. The limits of the electrical 

image logs in terms of permeability interpretation also need to be considered. This rich structural dataset needs to be further 

investigated.  

 

Figure 7: Conceptual model of hydrothermal alteration from the clay minerals along the granitic open-hole of GIL-1 well. 

6. CONCLUSION 

The combination of these methods helps to identify the hydrothermal alteration halos associated to the several temperature 

anomalies in a newly drilled geothermal well in the Strasbourg area. The binocular loupe observation enables to have a global 

description of the alteration granite facies in the well, as well as a qualitative petrographic description. The XRD method enables to 

have a qualitative description of 48 samples in the well to describe the clay signature of the alteration facies observed with the 

binocular loupe, but also of permeable FZs observed on the T log. In GIL-1, the most permeable structure seems to be located 

between 2900 and 3100 m MD. The upper part of the well (2900-3100 m MD) is characterized by the occurrence of clay minerals 

related to vein alteration (PCI, I/S ML). The HLOW zone from 3100-3350 m MD is characterized by the occurrences of clay 

minerals related to propylitic alteration (chlorite, +/- WCI). The downiest part seems more complex with alternation of HLOW to 

HHIG associated with the presence of polyphasic illitic material. The clay mineralogy of this zone needs to be further investigated 

by considering the structural data from electrical image logs. 

The next step will be the quantification of the illitisation linked to the fluid circulation in the fracture network. That for, 

complementary investigations of the clay minerals will be done based on the SWIR data acquired in GIL-1. In Soultz and 

Rittershoffen wells, this method allowed identifying the alteration halo around the major permeable FZs and gave quantitative 

information about the illitic material quantity. In the URG granitic context, SWIR spectroscopy is an efficient method to quantify 

the alteration, once it has been calibrated with other mineralogical analyses like XRD as experienced at Soultz and Rittershoffen. In 

the Illkirch GIL-1 well, SWIR were acquired on the 250 cuttings samples of the granitic section and their interpretation will be 

done applying the methodology already used in Soultz and Rittershoffen wells. 

The well GIL-1 intersected a dense fracture network composed of major conductive fractures observed on electrical image logs but 

also clusters of a small-scale conductive fracture network. Investigations of this fracture network are at the preliminary stage and 

will be deepened in the future in order to better conceptualize the model of circulations at the borehole scale. 
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