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Abstract Common thermoplastics, namely, polycar- 
bonate (PC), poly (methyl methacrylate) (PMMA), and 

acrylonitrile butadiene styrene (ABS) are low-cost ma- 
terials with potential applications in emerging 6G com- 
munications systems, ranging from microelectronics pack- 

aging to metasurfaces for reflectors and filters. In addi- 
tion, low-loss materials are also needed for more pedes- 

trian applications, such as packaging for  entire  hand- 
held devices, subassemblies, and high-frequency win- 

dows where low-cost  is  key  and  long  lifetime  might 
not be a requirement. In this work, we utilize terahertz 
time-domain spectroscopy from 500 GHz to 2 THz to 

characterize the dielectric properties and  loss  tangent 
for each thermoplastic above. The plastics investigated 

have refractive index (∼1.6–1.7) in the  6G  band  with 
low dispersion. The absorption, however, increases at 
high frequencies as is common in disordered materials, 

highlighting a key challenge for 6G. Nonetheless, in ab- 
solute terms, all the thermoplastics studied present low- 

loss performance compared with (higher–index) com- 
mon glasses and ceramics within the entire frequency 

range, suggesting that  they  are  promising  candidates 
for selected applications for future 6G systems. 
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1 Introduction 

 
Great effort is underway to deploy commercial 5G–and 
to develop future 6G–networks. The 5G spectrum is 
limited above by 100 GHz; however, 6G extends the 

upper frequency to 3 THz. Applications such as ar- tificial 
reality (AR), real-time  super-resolution  imag- ing, 

autonomous driving, smart city, and the internet of 
things will benefit from 5G deployment, but moreso 
from 6G systems. At every level, choices will need to 

be made concerning materials–from the device level to 
microelectronics packaging to handheld device packag- 

ing to building metasurfaces for reflectors and filters. 
Glasses, ceramics, and semiconductors have been inves- 

tigated for high-index terahertz (THz) materials [1–3]; 
however, with high index typically comes high losses for 
disordered materials. For waveguides and transmission 

lines, high-index media may be desirable. Low refrac- 
tive index, though, is also of interest to enhance radi- 

ation efficiencies that are otherwise suppressed due to 
substrate coupling [4]. Our focus here is on selected low- 

cost and common plastics for their low-loss/low-index 
properties in the 6G band for microelectronics packag- 
ing and other high frequency applications. 

Thermoplastics provide a wide range of materials 
choice. The THz dielectric properties of several poly- 

mers have been investigated previously [5–15], For ex- 
ample, PTFE is often used for THz lenses and win- dows 
[6, 10]. Our focus here is on three common and 

inexpensive plastics, namely, polycarbonate (PC), poly 
(methyl methacrylate) (PMMA), and acrylonitrile bu- 

tadiene styrene (ABS), though many other materials 
are readily available. Despite past THz characterization 
of plastics, there are not many measurements in the lit- 

erature on these specfic materials covering the same fre- 
quency band. Moreover, some of the measurements are 

up to two decades old, while the sample-to-sample vari- 
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ability of many plastics calls for more measurements. 
These materials are of interest not necessarily for micro- 

electronics packaging, but for packaging of entire hand- 
held devices or systems or providing low-cost windows 

to enable high transmission of signals. When it comes to 
various applications, other considerations will also come 

into play, including moisture absorption, poor thermal 
conductivity, and poor thermal and chemical stability 
of many plastics. In addition, ultrasmooth surfaces may 

not be readily attainable. Still, plastics remain attrac- 
tive choices for situations where low cost is important 

and exposure to demanding environments may not be 
an issue. In other words, ultimately, materials choices 
for deployment in the field will require tradeoffs. 

The literature related to the THz dielectric proper- 
ties of materials is vast but scattered. The specific 6G 
context in this regard, however, has attracted limited 
attention, while much of the discussion that does exist 

concentrates on microelectronic packaging with little 
consideration of applications related to packaging en- 

tire handheld devices or subassemblies. In Refs. [16–18], 
polymer films were laminated on both sides of glass 

substrate to explore the use of this stackup as a micro- 
electronics substrate and to fabricate waveguides and 
transmission lines. Loss tangent tan δ ≈ 0.01 were mea- 

sured in the 50–140 GHz range, barely touching the 
6G band. Such structures are of interest for microelec- 

tronic packaging applications for 5G, and likely for 6G. 
It is important to note, however, that the the dielectric 
properties of materials in the THz regime are quite dif- 

ferent from DC, microwave, and optical-frequency val- 
ues, necessitating actual THz measurements. 

Mass-produced thermoplastics vary widely insofar as 
polymer-chain length, chemical purity, degree of crys- 

tallization, density, degree of preferential molecular ori- 
entation, incorporation of frozen-in stress, and tacticity 

(for certain polymers). Surface texture also affects mea- 
sured losses and varies widely depending on manufac- 
turing conditions and surface treatment. It is not our aim 

here to provide precise values for ultrahigh purity 
materials prepared under controlled conditions, but to 

give representative values for off-the-shelf materials. As 
mentioned above, for applications such as packaging of 

entire handheld devices or subassemblies and windows, 
low cost and no requirement for long lifetime may drive 
interest in these plastics. 

This paper presents a  systematic  characterization of 
the dielectric properties of three frequently used, low-
cost, and off-the-shelf thermoplastics using a com- 

mercial THz time-domain spectroscopy (TDS) system 
over a broad frequency ν range  from  0.5  to  2  THz. The 

frequency-dependent refractive index n(ν), atten- 
uation coefficient α(ν), complex permittivity ε(ν), and 

loss tangent tan δ(ν) of PC, PMMA, and ABS are pre- 
sented. These characterized materials present low re- 

fractive index (compared with glass and many crys- 
talline materials) and low loss. 

 
 

2 Method: Experimental setup and signal 

processing 
 

The transmission measurements in this work were per- 
formed using a commercial pulsed broadband THz time- 

domain spectroscopy (TDS) system (TPS Spectra 3000 
from TeraView Ltd.). Compared to vector network ana- 
lyzers (VNA), another instrument employed in Ref. [18] 

to measure the dielectric properties of materials in the 
5G band, the higher frequency resolution thus enabled, 

is of little interest due to the rather featureless nature of 
ε(ν) in the THz band [1, 19]. The system produces quasi-
single-cycle THz pulses at a repetition rate of 100 MHz. 

The detection is capable of mapping out the am- 
plitude of the THz electric field in time subsequent to 

propagation through the plastic sample. The effective 
bandwidth of THz pulses generated by our THz system 

is from 60 GHz to 3 THz. Because of the low signal- to-
noise ratio (SNR) after interacting with the sample at 
the extreme ends of this band, however, only ν ∈ [0.5 

THz, 2 THz] is used for the analysis. Note that we 
measure the full time-dependent electric field of THz 

signals, i.e., we obtain full amplitude and phase infor- 
mation. A flow of dry N2 was introduced into the prop- 

agation path during the measurements to suppress at- 
mospheric water-vapor absorption. The spectral range 
for this setup is [∼60 GHz, ∼3 THz] and 1800 scans 

were collected and averaged to eliminate random ampli- 
tude fluctuations in the femtosecond mode-locked laser 

and photoconductive THz source. Balancing the noise 
level in the spectrum as well as the spectral resolution, a 
Black-Harris 3-term apodization was utilized to sup- 

press apparent noise in the spectrum. 

The frequency-dependent refractive index n(ν) and 
attenuation coefficient α(ν) of the plastics are obtained 

from the measured time-dependent electric field after 
Fourier transforming the time-domain signal (electric 
field) transmitted through the sample and through air 

(reference signal), with electric-field amplitude and phase 
Es(ν), ϕs(ν) and Er(ν), ϕr(ν), respectively [20], 

α(ν) = −2/d ln[Es(ν)/(T (ν)Er(ν))], (1) 

n(ν) = 1 + c[ϕs(ν) − ϕr(ν)]/(2πνd). (2) 

where d is the sample thickness and T (ν) is the trans- 
mittance associated with the air/plastic and plastic/air 
interfaces, 

T (ν) = 4n(ν)/[n(ν) + 1]2. (3) 
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Furthermore, the complex permittivity ε(ν) = ε′ + iε′ 

and loss tangent tan δ(ν) are related to n(ν) and α(ν) 

by 

ε′ = n2 − k2, (4) 

ε′′ = 2nk, (5) 

tan δ = ε′′/ε′, (6) 

where k is the extinction coefficient (imaginary part of 
the complex refractive indices n + ik), k = αλ0/(4π) 

with λ0 = c/ν the wavelength in vacuo and c the speed 
of light. 

 

3 Results: THz spectroscopy and 
thermoplastics 

 

Three commercial thermoplastics, viz. PC, PMMA, and 
ABS, are studied in this present work, with relevant 

material properties given in Refs. [21, 22] (in which cer- tain 
similar THz measurements were also made). Since the 

surfaces of all samples are visibly smooth and flat, 
surface scattering is not expected to be significant for 
our study near normal incidence (though is expected to 

be an issue for propagation in the plane of the plastic 
sheets). 

From Eqs. (1) and (2), n(ν) and α(ν) were obtained 
directly from the experimental measurements of the 
THz signals and are presented in Fig. 1. PMMA ex- 

hibits a somewhat lower n(ν) than the other plastics. 
In all cases, n(ν) exhibits a slightly negative dispersion 

dn/dν with n(ν) for PMMA reducing from 1.63 at 0.5 
THz to 1.59 at 2 THz, for PC reducing from 1.67 at 

0.5 THz to 1.64 at 2 THz, and for ABS reducing from 

1.68 at 0.5 THz to 1.64 at 2 THz. This trend is con- 
sistent with previous reports for similar materials in Refs. 
[7, 23] though as pointed out supra, values of the optical 

constants vary in the literature. 

 

Fig. 1 n(ν) for (a) PC, (b) PMMA, and (c) ABS, α(ν) for 
(d) PC, (e) PMMA, and (f) ABS, from 0.5 THz to 2 THz. 

 
 

Figure. 1(b) shows α(ν), with α(0.5 THz) for PMMA, 
PC, and ABS is 2.5 cm−1, 2.1 cm−1, and 2.9 cm−1, re- 

spectively, with α(2 THz) increasing to 22 cm−1, 13.6 
cm−1, and 19.6 cm−1. The feature at ∼1.66 THz is likely 

due to a water-vapor resonance [24]. The values of α(ν) 
obtained in this work are consistent with the literature 
[7, 23, 25]. For example, in Ref. [23], for PC n(1 THz)= 

1.665 and α(1 THz)= 9.6 cm−1, while for PMMA n(1 
THz)= 1.61 and α(1 THz)= 11.3 cm−1, 

though the losses we measure at 1 THz are somewhat 
lower. Note that earlier work [7, 26, 27] (also cited in Ref. 
[23]), while finding similar values for refractive in- dex 

for PC and PMMA, shows large scatter in the loss 
measurements for PMMA. 

Since the 1970’s, it has been noted that at low fre- 
quencies, α(ν) for materials with disorder varies with 

ν as a power law [28, 29]. A refinement of the ideas 
presented followed the observation that the product 

n(ν)α(ν) for amorphous materials obeys a power-law 
relation [13, 25, 30] 

 

n(ν)α(ν) = K(hν)β (7) 
 

where h is the Planck constant, and absorption param- 
eter K  is a material-dependent [30]. The exponent β 

is related to the characteristics of the disorder, and 
satisfies β ≤ 2. For glasses, typically β ≈ 2; however, 

for plastics in many cases, β is somewhat less than 2. 
The values of Kh2 and β are obtained after fitting to 

n(ν)α(ν), and are listed in Table 1. The values of β 
and Kh2 obtained by fitting to our data are in close 
agreement with those quoted in Ref. [11]. 

 
 

Table 1 THz refractive indices n(ν), Kh2, and β based on 
fit to data. 

 

Material n (a.u.) 
(average) 

Dispersion 
(n0.5 THz − n2 THz ) 

Kh2 (cm−1s2) β 

PMMA 1.62 0.04 24.38 1.52 

PC 1.66 0.03 23.05 1.37 

ABS 1.67 0.04 27.37 1.48 

 

 

We next convert n(ν) and α(ν) to ε′(ν)  and  ε′′(ν) using 
Eqs. (4) and (5). Figure 2 shows ε′(ν) (left vertical scale). 

Compared to PC and ABS, PMMA possesses a lower ε′(ν) 
consistent with the lower value of n(ν) noted above. In 
addition, for the three plastics ε′(ν) decreases slightly 

with ν, again, largely reflecting the dispersion in n(ν). 
The results here for PMMA can be compared with those 

of Ref. [15]. Broadly speaking, ε′(ν)  is  in good agreement 
with their measurements, though we find somewhat 

higher values of tan δ at higher frequen- cies. It should be 
noted that for loss measurements, there may be a 
surface-scattering contribution in the measurements 

both of Ref. [15] and those presented 



Min  Zhai 1,2 et al. 4 
 

 

here (and in many other such published measurements). 
This contribution can be eliminated by comparing mea- 

surements on slabs of various thicknesses but with the 
same surface texture. 

 

Fig.  2   Measured  permittivity  ε′(ν)  for  (a)  PC,  (b)  PMMA, 
and (c) ABS, loss tangent tan δ(ν) for (d) PC, (e) PMMA, 
and (f) ABS, from 0.5 THz to 2 THz. 

 

 
Loss tangent tan δ(ν) is determined using Eq. (6). 

As shown in Fig. 2 (right vertical scale), PC has the 

lowest tangent consistent with its lower α(ν) compared 
with the other plastics. Table 2 summarizes ε′(ν) and 

tan δ(ν)  at 500 GHz,  1 THz, 1.5 THz, and 2 THz for the 
three plastics. 

 
 

Table  2   Comparision  of  ε′  and  tan δ  between  PMMA,  PC 
and ABS. 

is still considerable scatter in some of the data. It should 
also be pointed out that some of the measurements are 

up to two decades old calling for reevaluation. There are 
also not a great deal of data published on ABS. 

In all the cases studied, however, low loss together 
with compatibility with some board-manufacturing pro- 

cesses make these plastics promising candidates for 6G 
applications, as well as for packaging of modules, sys- 
tems, and entire hand-held devices and as constituent 

materials for metasurfaces and other types  of filters and 
reflectors. Photoconductive THz sources integrated with 

guiding structures and broadside antennae may enable 
higher optical-to-THz conversion by approaches that 
incorporate the antenna on a plastic substrate. These 

materials, while not having long life nor exhibit- ing 
favorable thermal properties in many cases, remain 

attractive for their low cost. 
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